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Positionierer D-Sub HD im Set enthalten.
Positioner Ersatzfeil-Nr. 09 99 000 0536
locator
Locator D-Sub HD scope of delivery.
Spare part no. 09 99 000 0536
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O
Anwendungsbereich: D-Sub HD - Kontakte
Application range: [D-Sub HD - contacts
Leiterquerschnitt: Profil 1: 0,22 mm2 (AWG 24)
wire gauge : Profil 2: 0,12 mm2 (AWG 26)
fir Crimpkontakte:
for crimp contfacts:
09 56 000 82%7 Feder / female 3 26-2L max. 1,5 mm
09 56 000 8245 Feder / female |0,#6 um Au| 26-24 max. 1,5 mm
09 56 000 81+#¢ Messer / male 3 26-24 max. 1,5 mm
09 56 000 8145 Messer / male |0,16 um Au| 26-24 max. 1,5 mm
Kontakt Nr. Messer / Feder AFS AWG Isolationsg
contact no. male / female Pl AWG Insulationd
MU Dinensions i Scale | Free size tol, Ref.
Linearer Hub Prazise geschliffene Profile {553<§§}'0nwﬂ?;2%mrg WhE R ;m
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Enfriegelbare Zwangssperre Gewicht ca. 350 g HARTING S WAERMKER HAERTLING HOFFMANN 2012-10-23 Final Release
Ratchet release ' - EC PD - DE Titl . Doc-Key / ECH-Hr.
—— —————— veigt spprox. 50 g TCRIMP-TOOL - D-Sub HD single contacts — |mssasmmmn
Kontakfpositionierung mit Positionierer HARTING Electronics GmbH

Contact positioning with locator
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